
HOUSE No. 504.

House op Representatives, Feb. 1, 1898
[lntroduced on leave by Mr. Bartlett of Boston. Cities.]

In the Year One Thousand Eight Hundred and Ninety-eight,

AN ACT
To provide that Asbestos Mill Board may be used as

a Fire-stop in the Floors of Buildings in the City
of Boston.
Be it enacted by the Senate and House of Representatives

in General Court assembled, and by the authority of the
same, as follows:

1 Section 1. Section sixty-three of chapter four
2 hundred and nineteen of the acts of the year eigh-
-8 teen hundred and ninety-two is hereby amended
4 by inserting, in the eleventh line after the word
5 “ same,” the words, “ or of two layers of asbestos
6 mill board, each one-sixteenth of an inch in thick-
-7 ness,” so as to read as follows:
8 Section 03. Every second class building here-
-9 after built, except as hereinafter provided, shall
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have a sufficient fire-stop at each floor, covering
the whole floor of each story through all stud
partitions, and extending to the masonry walls.
Every air duct, except those expressly sanctioned
by this act, shall be effectually stopped at each
story. Every such fire-stop shall consist of a
solid, air-tight cohesive layer, at least one inch
thick, of tile, brick, terracotta or like fire-made
material, plaster, cement, cinder or ashes, or of a
combination of the same, or of two layers of as-
bestos mill board, each one-sixteenth of an inch
in thickness, or of equally non-inflammable, non-
heat conducting materials laid between the upper
and under floors, or occupying all the space be-
tween the timbers under the under floor: pro-
vided, that all second class buildings hereafter
erected, of forty-five feet or more in height, which
are used above the first floor as storage stores,
warehouses or stores for the storage and sale of
merchandise, shall have a tight splined or tongued
and grooved under floor of at least two inch
plank, with an upper floor one inch thick, mayched
and breaking joints, and in such buildings fire
stoj:>s need not be used. The foot of each parti-
tion, and of each tier of studding or furring, shall
be filled solid between the uprights to the full
width thereof, and to the height of six inches
above the floor, with the same incombustibles as
above prescribed for fire-stops or some combina-
tion thereof. The spaces between such parts of
floor joists as rest upon partition heads shall be

filled with the materials above required. The
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42 spaces between stringers of staircases and joists
43 of landings, unless unceiled, shall be so stopped
44 with some of the incombustibles above mentioned,
45 at three places at least in every flight of stairs, as

40 to prevent the passage of air.

1 Section 2. This act shall take effect upon its
2 passage.




