
ACTS, 1961. — CHAPS. 304, 305, 306. 169 

Chap. 304. AN ACT REPEALING THE PROVISION OF LAW REQUIRING 
AN ELECTION OFFICER CANVASSING AND COUNTING VOTES 
TO BE UNDER THE INSPECTION OF AN ELECTION OFFICES 
OF A DIFFERENT POLITICAL PARTY. 

Be it enacted, etc., as follows: 

The first paragraph of section 105 of chapter 54 of the General Laws, 
as most recentty amended by section 1 of chapter 155 of the acts of 
1959, is hereby further amended by striking out the fifth sentence. 

Approved March SO, 1961. 

C h a p . 3 0 5 . A N A C T R E Q U I R I N G C E R T A I N E M P L O Y E E S O F C O R P O R A 

T I O N S SUPPLYING GAS, ELECTRICITY OR WATER TO DISPLAY 
A BADGE AND PHOTOGRAPH BEFORE ENTERING UPON THE 
PREMISES OF A CUSTOMER. 

Be it enacted, etc., as follows: 

SECTION 1. Section 116 of chapter 164 of the General Laws, as 
appearing in the Tercentenary Edition, is hereby amended by inserting 
after the word "company", in line 3, the words: — and who displays 
on his outer garment a suitable badge bearing his photograph, issued 
to him by his employer, identifying him as such officer or servant. 

SECTION 2. Chapter 165 of the General Laws is hereby amended by 
inserting after section 11C the following section:—Section 11D. Any 
person employed by a city, town, district or company engaged in supply
ing water who displays on his outer garment a suitable identification 
badge bearing his photograph, issued to him by his employer, may at 
any reasonable time enter any premises supplied with water by such 
city, town, district or company for the purpose of examining or removing 
meters, pipes, fittings and works for supplying or regulating the supply 
of water and of ascertaining the quantity of water consumed or supplied. 

Approved March 30, 1961. 

Chap. 306. AN ACT RELATIVE TO THE DETERMINATION OF THE HORSE 
POWER OF CERTAIN STEAM BOILERS AND ENGINES. 

Be it enacted, etc., as follows: 

Section 48 of chapter 146 of the General Laws, as appearing in the 
Tercentenary Edition, is hereby amended by striking out the first para
graph and inserting in place thereof the following four paragraphs.-'— 
When solid fuel is burned the horse power of a boiler shall be ascertained 
upon a basis of three horse power for each square foot of grate surface 
when the safety valve is set to blow at a pressure exceeding twenty-five 
pounds per square inch, and on a basis of one and one half horse power 
for each square foot of grate surface when the safety valve is set to blow 
at twenty-five pounds pressure per square inch or less. 

When liquid or gaseous fuel, electric or atomic energy or any other 
source of heat is used the horse power of a boiler shall be based on the 
relieving capacity or aggregate relieving capacity of the safety valve or 
valves, divided by 34.5, when the safety valve or valves are set to blow 
at a pressure exceeding twenty-five pounds per square inch. 


