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To the Honorable the Senate, and the Honorable the House of
Representatives , of the Commonwealth of Massachusetts.

The undersigned, appointed Commissioners by the Governor,
with the advice of the Council, under the provisions of the
Act entitled “ An Act relating to the Enlargement of the
State House,” approved April 27th, 1853, respectfully sub-
mit the following

The commissioners originally appointed by the governor,
were Charles H. Warren, John T. Heard, and Samuel K.
Hutchinson, whose commission was dated on May 25, 1853.
Mr. Heard was then absent from the Commonwealth. On his
return in July, he declined accepting the appointment, and
Adam W. Thaxter, Jr., was appointed in his stead.

The majority of the commissioners entered upon the per-
formance of their duties, on the second day of June.

The nature, extent and limitation of those duties are to be
found in the language of the statute authorizing the commis-
sion. The Act provides that there “shall be erected on the
north side of the State House, a fire proof building, to con-
nect with the main edifice, in general conformity to a Plan
called No. 3, in the report of a committee appointed by author-
ity of chapter 99 of the resolves of 1852.” For the purpose
of making this erection, the sum of sixty-five thousand dollars
was appropriated, and by a resolve approved May 14th, 1853,
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the farther sum of fifteen thousand dollars was, under the ad-
vice and direction of the Governor and Council, made appli-
cable to the same purpose. That advice and direction were
given, and thus the provision made by the legislature for the
required structure, was the sum of eighty, thousand dollars.

The resolve last named, authorized the commissioners to
make “any alterations in, and additions to, the plan referred
to in the Act aforesaid, which might be approved by the Gov-
ernor and Council.”

It will thus be seen that a very limited discretion was to be
exercised by the commissioners. The character and extent of
the erection desired, was not left to be inferred from, or regu-
lated by, the amount appropriated. The legislature very pro-
perly determined for themselves what the interests and dignity
of the Commonwealth required in this regard, and conferred
upon the commissioners, the very limited power of executing
plans which they had approved and adopted.

By the terms of the Act, the building must be “fire proof,”
and must be of the size, and afford the accommodations pointed
out in “ Plan No. 3,” before referred to, subject only to such
alterations and additions, as might be approved by the Gover-
nor and Council. The commissioners, therefore, were not
called upon or authorized to exercise any judgment, in regard
to the size of the building, or the materials of its construction,
but simply to expend the amount appropriated, in prosecution
of the object specifically defined by the legislature. Their
duties would have been of a difficult, and very different char-
acter, if they had been required to provide such a building as
could be erected for that amount, and no other.

The commissioners recommended to the Governor and
Council, four alterations in, and additions to, the plan afore-
said, which should still leave the building, when completed,
“ generally conformable ” thereto. These are set forth in a
communication addressed by the commissioners to the execu-
tive, a copy of which is herewith communicated, marked A,
and were approved by them. No contract has been made for
the erection of the turrets mentioned in that communication,
or for the two flights of steps to lead from Mount Vernon
Street to the first, floor of the building, and these proposed
additions are within the entire control of the legislature.
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Accompanying this report is a detailed statement marked B,
of the sums already paid out towards the erection of the
building, amounting to §63,493.81, and of the sums for which
the Commonwealth is liable, under contracts made by the
commissioners, amounting to §9,940 The amount ne-

cessary to complete the skeleton of the building, will exhaust
the appropriation.

The contracts were, in every instance, awarded to the lowest
bidder, and were quite as favorable to the Commonwealth, as
it was possible to obtain. The unusually high prices of labor
and materials, have operated to its disadvantage, but in regard
to some of the most important items, contracts were made
upon much better terms than could have been had within a
few weeks after their execution.

Mr. Gridley J. F. Bryant was, at an early day selected by
the commissioners as the architect of the new structure, and
has discharged the duties thus devolving upon him to their
entire satisfaction. Extracts from his report to the commis-
sioners, showing the progress of the work, and giving a gene-
ral and mechanical description of the enlargement, marked C,
as also the lithographic drawings, referred to by him, are here-
with submitted. These, it is believed, will enable the legislature
fully to understand what has been done, and to determine what
hereafter shall be done in reference to this important object.

The undersigned do not present an estimate of the cost of
completing the building, because that cost will depend upon
the manner in which the legislature shall think proper to direct
its completion.

If the original design shall be carried out, and the interior of
the building is to be made strictly and thoroughly fire proof,
upon which hypothesis the report of the architect is founded,
the sum required will be large—the principal expense consist-
ing in the cost of the iron w irk. If the legislature should be
content with a building reasonably, though not absolutely,
secure from destruction by fire, a large saving of expense can
be made.

In the opinion of the undersigned, it will be highly expedi-
ent to make several alterations on the lower floor of the pre-
sent building, when the addition shall be completed. The
entrances on Mount Vernon Street will dispense with the ne-
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cessity of those on the east and west ends of the building, and
if these are removed, enlarged and necessary accommodations
can be given to the secretary, treasurer, and auditor.

No authority is given by the statute to the commissioners,
to make these or any other changes in the present building,
and they would respectfully commend this subject, as well as
the assignment of the several rooms, which the new building
will furnish, to the consideration of the legislature.

All which is respectfully submitted.

C. H. WARREN.
A. W. TIIAXTER, Jr.
S. K. HUTCHINSON.

Boston, March IS, 1854.
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A.

To His Excellency the Governor, and the Honorable , the Coun-
cil of the Commonwealth of Massachusetts.

Whereas, by an Act approved on April 27th, 1853, entitled
“ An Act relating to the enlargement of the State House,” pro-
vision was made for the erection of an addition to the State
House, in general conformity to a plan in said Act referred to.
And whereas, the commissioners to be appointed by virtue of
the provisions of the Act aforesaid, were authorized to erect
said addition “ in conformity to any alterations in, and addition
to, said plan,” which might be approved by the Governor and
Council.

The undersigned, two of the commissioners appointed by
virtue of the provisions of said Act, (in the absence of John T.
Heard, Esq., the other commissioner so appointed,) respect-
fully show that, in their opinion, four alterations or additions
should be made to said plan, which are shown on the model
and drawings herewith exhibited.

Ist. Instead of extending the east and west walls of the
addition northerly in a line with the easterly and westerly
walls of the present structure, the commissioners propose to
retreat said walls two and one-half feet from the lines of the
present walls, respectively, and to reduce the height of all that
part of the addition which does not extend to the line of Mount
Vernon Street, about six feet.

The object of this alteration is to give a better architectural
effect to the structure. It has also the recommendation, that
it will lessen the cost of the structure. At the same time, it
will preserve the rooms in the addition very nearly the size
which was proposed, as it appears, by an accurate survey of
the site, that there is more land on which to place the addi-
tion, than was supposed when the Act was passed. The
rooms will, after this alteration, in the opinion of the under-
signed, be of ample size.

2d. The undersigned propose to place a turret upon each of
the north-westerly and north-easterly corners of that part of
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the addition, which will stand upon the line of Mount Vernon
Street, which will be about 96 feet in length ; said turrets
standing upon engaged towers projecting from the face of the
building, about one foot.

This alteration they regard as indispensable, if the appear-
ance of the building, and its conformity to true principles of
architectural beauty and effect, are to be regarded. This part
of the building is to be of the same height as the present struc-
ture, the whole northerly facade is to be of the same length as
that of the present building, less the two and a half feet re-
treating at each end, as before stated. And, in their opinion,
to present this mass of building, without any thing to relieve
its sameness, and with nothing to balance the dome, which,
hereafter, will stand on the front part, instead of the centre of
the building, would be a sacrifice of beauty and proportion,
in the whole structure, which, in the opinion of the under-
signed, would not be desired by the legislature, or the people
of the Commonwealth.

3d. The undersigned propose, in addition to the two pro-
posed entrances from Mount Vernon Street to the new build-
ing, to enter the same from that street by two flights of steps,
which shall lead to the first floor above the basement, said
floor being on a level with the floor of Doric Hall, in the pre-
sent building.

4th. The undersigned propose, instead ofplain brickwork for
the basement, to adopt a rusticated granite facing for that part
of the building, the ceiling of which will be ppon a level with
the first floor of the present structure; and to preserve the
unity of the whole building, by adopting, generally, the style
of architecture in the exterior of the addition, as that used in
the present building; that is to say, that portion of the build-
ing which is to stand on the line of Mount Vernon Street, to
be decorated with an arcade, supporting an order of pilasters
in the Corinthian style, being, in style, proportion and arrange-
ment, the same as are used in the portico of the front of the
present building.

They would respectfully ask the approval of your Excellency
and your Honors, of the proposed alterations and additions.

And, whereas, by a resolve, approved on May 14, 1853, the
said commissioners were, for the purposes aforesaid, authorized
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to expend the sum of fifteen thousand dollars, in addition to
the sum named in the Act aforesaid, under the advice and di-
rection of the Governor and Council, if found necessary to
complete said enlargement, and, as it appears to the commis-
sioners, that said additional sum, and more, will be necessary
for that purpose, of which they can satisfy your Excellency
and your Honors; and, as the undersigned do not intend to
make any contracts which shall provide for a larger expendi-
ture than that provided for by said Act and Resolve, and as for
obvious reasons it is desirable and important, that before mak-
ing any of the larger contracts, they should know how much
money they have it in their power to expend, they respectfully
ask your Excellency and your Honors, to advise and direct
that the said commissioners do expend, for the purposes afore-
said, the said additional sum of fifteen thousand dollars.
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B.

Statements of the disbursements made for account of the
erection of the enlargement to the State House, by the com-
missioners appointed to superintend the works from its com-
mencement, up to January 1, 1854, as follows:

Excavations and Removing of Earth.

To Asa Swallow, under his contract for
4,176 yards of earth, gravel, loam and
sand, removed and excavated, at 18
cents, ...... -$751 68

To Wm. McLaughlin, for do. do. do. . 49 50
sBol 18

Granite Foundations and Cellar Walls.

To Jeremiah Wetherbee& Co., undertheir
contract for 6,362 cubic feet of footing,
or bottom stones, at 25 cents per cubic
foot, $1,590 50

For I,lll|- perches of cellar wall stones
above bottom stones, at $3.50, . . 3,890 25

To Asa Swallow, and N. Prince, under
their contract for laying perches
of footing or bottom stones and cellar
wall stones, at $1.75 per perch, . . 2,560 42

8,041 17

Dressed Granitefor Exleiior Walls of Basement Story.

To O. T. Rogers & Co., under their con-
tract for 4,886 feet of ashler, at $l, $4,886 00
240 feet caps to windows, . . . 240 00

To Asa Swallow, and N. Prince, under
their contract for setting the above
granite, 823 20

5,949 20
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Bricksfor Walls and Floorings.

To Wm. Moor, under his contract for
bricks, $15,929 42

To Asa Swallow, and N. Prince, under
their contract for laying bricks, and fur-
nishing all the materials, except the
bricks themselves, . . . 13,206 85

Jeremiah Wetherbee & Co., cement for
arches, 949 00

Chamberlain & Foster, sand for arches, 221 50
530,306 77

Wrought and Cast Ironfor the Exterior and Interior of the
Building.

Smith & Felton, and Denio & Roberts, under
their contract, viz.: for columns, skew-backs, ties,
bases, capitals, pilasters, pedestals, plinths, cor-
nices, entablatures, and other interior and exterior
details, 8,301 41

Carpentry and Joinery.

To Theophilus Burr and Son, under their contract
for centres, arches, temporary roof, scaffolding,
fences, gates, temporary windows, roof of statue
building, and other incidental jobbing, . . 4,291 19

Fur Patterns, Moulds, and Models, for the Wrought and Cast
Iron.

To Samuel G. Tower, for furnishing stock, and exe-
cuting the works, including examination of cast-
ings, at the foundries, ......3,683 40

For Sand Stone, and other Slone connected with Exterior Walls.

To John Foote, for sand stone, . . $559 58
To Jeremiah Wetherbee, granite, . . 103 50
To do. do. jobbing, and do. . . 598 81

1,291 89
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Surveys of Materials and Land.

To Charles G. Hall, for surveying bricks
and rough and dressed stone, . . 0245 78

To Alexander Wadsworth, survey of es-
tate, 66 50

To Wm. Moor, amount he paid C. G. Hall, 6L OS
' 0373 36

Painting Iron Work.
To Charles A. Smith, under his agreement, . . 277 37

Advertising.
Courier, Post, Atlas and Advertiser, for advertis-

ing for materials and works, .... 176 87

Total, $63,493 81

Amounts to he paid under Contracts already made.

J. H. Bufford, lithographing, . . . $325 00
W. Moor’s per centage of contract re-

tained, $l,OOO 00
Prince & Swallow, do. do. . .

. 715 79
Iron roof, exterior, 4,658 64
Cornice of exterior walls, . . . 2,491 10
Brick walls behind cornice, . .

. 750 00
9,910 53

$73,434- 34
Summary.

Amount of appropriations made by acts of the
legislature of 1853-4, .....$BO,OOO 00

Amount of disbursements to March 1,
1454, $63,493 SI

Amounts to be paid under contracts al-
ready made, .....9,940 53

73,434 84

Balance unexpended, ....$6,555 66

Boston, March 13th, 1854.
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c.

Extract from the Report of the Architect to the Commis-
sioners.

As early as June 13th, 1853, I was instructed by the com-
missioners, to issue proposals for the excavations, stone foun-
dations, and cellar walls, and for bricks required for the
construction of the building, by advertising in the principal
newspapers of the city.

Contracts for all these works were entered into, previous to
the twenty-fourth day of June, 1853, and the prosecution of
the works commenced with large forces of men and materials.
Immediately after the sanctioning of the changes in the original
plans by the Governorand Council, contracts were entered into
for ihe brick and stone masonry, dressed granite for the exte-
rior walls, and for the cast and wrought iron works, to the
lowest bidders, offering under advertisements and notices to
the various parties interested. All these contracts embraced
the execution of only such works and materials as the two
appropriations authorized by the legislature would warrant,
and had reference to the entire completion, if possible, of the
skeleton of the building.

No verbal agreements have been entered into for account of
the erection of the structure, excepting for matters of a trivial
nature.

The various works have been prosecuted in such manner,
that, the whole of the excavations, embracing over four thou-
sand yards of excavations and removing of earth, were com-
pleted previous to July 31, 1853, the whole quantity being
taken from below the level of Mount Vernon Street.

All the stone foundations and cellar walls, were com-
pleted previous to September 15th, 1853; they embraced up-
wards of seven hundred perches of granite works. The dressed
granite facing of the basement story walls, including the brick
work of all exterior and interior walls, to the top of the base-
ment, as also two entire Doors of groined arches, were com-
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pleted previous to October 15th, 1853. On the 25th day of
December, 1853, the entire walls were ready to receive the
roofs, and all the exterior cast and wrought iron works con-
nected with the exterior walls, were also put up ready to re-
ceive the cornice beneath the roof.

The iron roofs are now completed, and will be put upon the
walls, and covered previous to April 15, 1854.

A temporary wooden roof was placed within the structure,
above the groined arches, early in autumn of 1853, and all the
walls were roofed over as fast as completed, thus preventing
any injury to the structure, during the winter of 1553-4,
for want of the roof finally intended to be put on to the
edifice.

The following general and mechanical description of the
enlargement of the State House, is appended as a part of this
report, as illustrating the design, construction and accommo-
dations of the new building, which, in connection with (he
lithographic drawings herewith shown of the original State
House and its present “Enlargement” will, it is believed, con-
vey a complete idea of the structure on the completion of its
enlargement.

Enlargement of the State House.
General and Mechanical Description.

The enlargement of the present structure will consist of a
■central building and two wings, to be located on the north side
■of the building, and to occupy and cover most of the land be-
longing to the estate on that side of the edifice. The central
building will be the same length as the statue building, so called,
and as wide as is required to reach from the present north wall
of the statue building out to the north boundary line of the
State House estate on Mount Vernon Street. The exterior di-
mensions of this central building will be as follows, viz.:—north
wall, on Mount Vernon Street, ninety-five and five-twelfths
feet in length; south wall, (which is to be built upon the pres-
ent north wall of the statue building, and to form a continu-
ation thereof to the roof of the central building,) ninety-four
feet in length ; east wall, forty-two feet in length, and west
wall, forty-eight feet in length. The height will be such that
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the cornice of its four exterior walls will be on a uniform level
with the main cornice of the present edifice.

This height will be subdivided, within the building, into four
stories, viz.: a cellar, the floor of which will be about ten
feet below the sidewalk level of Mount Vernon Street; a
basement, or first story, the floor of which will be sixteen inches
above the sidewalk level of Mount Vernon Street, (being
about three feet lower than the level of the flooring of the
cellars of the present structure;) a second story, with its floor-
ing on a level with that of “Doric Hall,” so called, and a third
or upper story, with its flooring on a level with the flooring of
the intermediate story, so called, of the present building; this
entire story will embrace the library of the Enlargement, hav-
ing its ceiling placed immediately beneath the roof of the
central building, and will be subdivided in its height by two
galleries, said roof being intended of deck form, having a pitch
from all four of its sides, upwards, to a ridge, sufficient only
for a metal covering thereto, and to contain seven sky lights.
The cornice is to be crowned with a balustrade, placed upon
the roof aforesaid, and that of the east and west walls will be
extended across the width of an area which will be formed
between the north side of the present structure and the south
side of the new central building, above the statue building, in
the manner hereinafter described, in order to join it to and
connect it with the present cornice of the north wall, thus
giving the form of the Greek Cross to the present structure
and the central building of the enlargement when completed
and joined together in the manner above described.

The clear heights of the several stories of the central build-
ing, when finished, will be as follows, viz.: cellar, ten and
one-half feet; first, or basement story, thirteen feet; second
story, ten and one-half feet, and third, or library room, forty*
six feet.

Each of the wings of the enlargement will be of L form, oa
ground plan, each wing to be of sufficient length to reach from
the ends, or east and west walls of the central building* to
within two and one-half feet of the outside faces of the east
and west walls of the present structure. The width of each
win" is to be such as to reach fronr the outside face of the

o

north wall of the present structure, to within tea feet of the



[March,ENLARGEMENT OF STATE HOUSE.16

boundary line of the estate on Mount Vernon Street. The
exterior dimensions of the west wing are to be as follows:
length of north wall, thirty-six, and three and one-half-twelfths
feet; length of west wall, sixty-two, and five-twelfths feet;
length of east wall, thirty-seven feet, (being the west end of
the central building) ; length of that portion of the south wall,
which is to bound on the small area hereinafter described,
fourteen feet; and length of the east wall, (also to bound on
the small open area, hereinafter described,) twenty-three feet.

The exterior dimensions of the east wing, are to be as fol-
lows : length of north wall, thirty-six, and eight and one-half-
twelfihs feet; length of east wall, fifty-one and five-twelfths
feet; length of west wall, twenty-five and six-twelfths feet,
(being the east end of the central building) ; length of that
portion of the south wall, which is to bound on the small area,
hereinafter described, fourteen feet; and length of the west
wall, (also to bound on the small area, hereinafter described,)
twenty-three feet.

The height of the wings will be such, that their cornices
will be six feet below that of the central building. This
height will be subdivided, in each wing, into five stories, viz.:
a cellar, the floor of which will be on a level with the cellar of
the central building; a basement, or first story, the floor of
which will be on a level with the basement story flooring of
the central building; a second story, the flooring of which will
be on a level with the second story flooring of the central
building; a third story, the flooring of which will be on a level
with the first gallery of the library, (being the level of the Sen-
ate Chamber flooring and that of the Council Chamber of the
present structure,) and a fourth story, the flooring of which
will be on a level with the second gallery of the library, being
tire level of the second intermediate story of the present build-
ing. The ceiling of the fourth story of each wing will be
placed immediately beneath the roof thereof; said roofs being
intended of deck form, having a pitch from the two principal
.sides of each wing, upwards, to the two sides thereof, which
.are to face the small areas before referred to. The cornice of
the two principal exterior walls of each wing is to be crowned
with a balustrade, placed upon the roof. The clear heights of
the several stories of each wing, when finished, will be as fol-
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lows, viz.: cellar, ten and six-twelfths feet; first or basement
story, thirteen feet; second story, nineteen and six-twelfths
feet; third story, ten and four-twelfths feet; and fourth story,
eleven feet.

The central building is to be connected with the present
edifice, in the second and third stories thereof, by two corridors,
to be located across the east and west ends thereof. Said cor-
ridors are already partially constructed for the second story,
(being the present entry ways of the statue building,) above
which level the four walls which now enclose the said entry
ways are to be topped out to such height above the flooring
of the library as will give a landing vestibule of fourteen feet
clear height. Within the corridors, the stair cases requisite
for the second and third stories of the enlargement are to be
placed. The staircases required for passing between the first
and second stories are to be located in corridors, to be formed
in the east and west ends of the central building, immediately
under the corridors aforesaid. The third and fourth stories of
the wings are accessible from the first and second galleries of
the library, and from the second and third stories of the present
building by iron balconies, extending across the east and west
end of the area before mentioned. The two small areas before
referred to are to be located between the southerly portions of
the two wings and the entry ways aforesaid. Each of these
areas will measure twenty-three feet in length and fourteen
feet in width. The bottom or flooring of each area will be
very nearly on a level with the present cellar flooring of the
structure. Above the roof of the library vestibules, before
described, these two areas will merge into, and form part of the
large area first herein before spoken of. The portion of the
large area which is below the roof of the library vestibule, will
measure ninety-four feet in length, and above this level it will
be increased in length to one hundred and forty feet, in conse-
quence of the small areas being joined to and connected with
it, as aforesaid.

The large area is to be roofed with glass, in sashes, to be
placed on corresponding levels with the roof of the central
building, and those of the wings.

The southerly portion of each of the wings, will be without
a cellar beneath the same. There will be a range of water

3
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closets in the southerly portion of the basement story of each
wing, and beneath there is to be a vault of five and one-half
feet in depth, to contain the plumbing works for said closets.

Exterior Design. The design of the exterior of the new
structure, consists of a granite basement throughout the whole
extent of its north, east and west walls, with arched window
openings. Above this basement are arched recesses in the
walls, containing semi-circular arched window openings, and,
in the east and west sides of the central building, there are
arched entrance doorways, accessible from the street by flights
of steps. Above these arches, in the central building, there is
an order of pilasters and entablature, corresponding in style
and arrangement with the portico of the front of the present
edifice. Between the pilasters there are windows, two of
which have arched openings, the remainder having square
openings. Above the square windows, and immediately be-
neath the entablature, are small ornamental windows, of elip-
tical form. Upon the outer angles of the central building, are
turrets. The walls of the wings of the building are crowned
with an entablature, and have windows with suitable finish,
the whole corresponding with the style of the wings of the
present structure. Above the entablature, throughout the
building, is a balustrade, inkeeping with the order upon which
it stands.

Effect op Exterior. The external effect produced upon
the present building by the enlargement, will be, to change the
form of the structure from a parallelogram crowned with a
dome in its centre, to the form of a Greek Cross, wherein the
dome occupies a position on one extreme, and is balanced by
two turrets, or steeple towers, located at the opposite extreme.
The two wings of the enlargement being made subservient to
the principal structure, by making their height less, and by
their receding from the extremes of the wings of said principal
structure,will not be an injury to the general effect of the whole.

Construction. The exterior walls are constructed beneath
the surface of the ground, of massive stone masonry, and
above the surface of the ground, they are entirely of brick
masonry, excepting the first, or basement story; the north,
east, and west walls of which, are faced with granite. All
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interior partitions are constructed of brick masonry. The
flooring of the first, second, and third stories of the entire
enlargement, are constructed with groined arches in brick
masonry, supported upon piers projecting from the inside
faces of the exterior walls, and upon interior piers and
columns, arranged in the several stories. The remainder of
the floorings, viz.: those of the fourth stories of the wings, and
the ceilings therein, are to be constructed with segmental arches
of brick, supported by cast iron beams, spanning the widths of
said wings. Upon the tops of all the flooring and ceiling
arches, brick paving is to be laid for levelling up the same.
The two galleries of the library, including its entire ceiling)
are designed to be executed of cast and wrought iron. All
the roofs are to be constructed of wrought iron, to be covered
with sheet copper. The stair-cases are also designed to be
built of iron. The supporting columns of the groined arches
in the first, or basement, and in the second stories, are of cast
iron. All the interior columns of the library, are also proposed
to be of cast iron. All the exterior windows, dressings, and
their balconies, including all window pedestals and architraves
on the outside of the exterior walls, as also the belting courses
and cornices, mouldings, and balustrade around the roofs, are
designed of cast iron. The pilasters, with their capitals and
bases also, of the Corinthian Order, of the exterior walls facing
Mount Vernon Street, are all of cast iron.

The sashes and frames of all the windows, together with
their inside shutters and finish, are to be of cast and wrought
iron. All exterior and interior doors, are to be of wrought
iron, with cast iron frames and architraves, and thresholds
thereto. All the wall pilasters that are to support groined
arches, are to be of brick, and are to be fitted with cast iron
capitals and bases. The inside architraves of all the windows,
together with their stools, arc to be of cast iron. The skew-
backs for the groined arches, are of cast iron. The tie
rods of the groined arches, and of the segmental arches, are
to be of wrought iron. Wooden floors of southern pine
boards, are to be laid upon the brick and iron work of all
the floorings, constituting the only wood intended to be used
in the construction of the enlargement. All the walls, ceilings,
and partitions of the several stories, including the undersides
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of all the groined arches, are to be plastered with three coats
immediately upon the brick work. All the exterior walls arc
built hollow or vaulted from bottom to top, their entire length,
with suitable withes or ties across the air space of the vaulting)
for proper strength and stability to said walls.

The turrets upon the north-east and north-west corners of
the central building, are to be of wood, and to be entirely
covered on the exterior thereof with metal.

The gutters and conductors for receiving the water from the
roofs, are all to be of cast iron ; the latter to be connected with
sewers beneath the building. The ranges of water closets
contemplated in the basement story of the east and west
wings, are to be accessible from the corridors of the statue
building, by flights of steps extending across the small areas,
herein before described.

Cochituate water will be introduced into all the important
rooms of the building, for washing and drinking purposes, as
well as for the supply of the water closets above named.

The rear, or north wall of the present building, and also all
the walls of the new structure that face the areas, will be
painted white, to aid the light to be received from said areas,
as far as possible. The interior finish of all the rooms of
the enlargement, will be plain ; excepting only the library,
which it is intended shall be finished in metal, including the
cases and alcoves, and to be fire-proof throughout. The
library is divided in its height, by two galleries across each
side and end of the room forming three complete orders, one
above another between the floor and ceiling; the middle and
superior orders with pedestals, and the lower one resting upon
the floor of the room.

The ceiling is supported by the superior orders, and is formed
with a semi-circular arch, extending from one end of the gal-
lery to the other, longitudinally, through the centre. The por-
tion of the ceiling over the galleries, is formed with semi-
circular groined arches, intersecting with the main central
arch, and with each other.

Seven of the panels in the central division of the ceiling,
are to be filled with ground glass, for the purpose of admit-
ting light from the sky-light above. The galleries are acces-
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sible from the floor of the library, and from each other, by
circular stair-cases at each end of the rooms.

Outside iron shutters are to be introduced to every window
opening of the enlargement, that faces the area, between the
old and new portions of the structure. Such of the present
door ways of the north wall of the structure, as are intended
to be retained for communication between the old and new
parts, are to be provided with double iron shutters to each
opening so left.

Ample flues for ventilating and smoke, are to be made with-
in the thickness of the several walls, and are to be topped out
as pedestals above the roofs.

The entire exterior of the enlargement will be painted to
correspond with the present structure. The interior of the
enlargement, it is proposed to paint of a cold gray stone
color on its walls, ceilings, and partitions; the whole of
which are to be bounded in imitation of courses of stone.

It is supposed that it will be thought proper to remove the
present east and west end entrances, and to substitute windows
in their places. The necessity of these entrances will no
longer exist, as the four entrances on the Mount Vernon
Street side of the enlargement, will be found much more con-
venient and accessible to the various parts of the interior of
the old and new structures.

The two halls or entries now communicating with these
end entrances, may be discontinued, and the offices bounding
on them thereby enlarged.

Two of the present fire-proof rooms of the statue building
will require to be removed, in order to connect the corridors of
the old and new parts of the building, in the second, or “ Doric
Hall ” story thereof.

Accommodation. The enlargement will afford the following
rooms or apartments, in the several stories thereof:

Cellar Story. Central Building one room, sixty-one feet
by twenty-three feet, and ten feet high. East Wing one
room, thirty-three feet by twenty-three feet, and ten feet high.
West Wing—one room, thirty-three feet by thirty-five feet,
and ten feet high.

Basement Story. Central building one room, sixty-one by
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thirty-seven feet, and twelve and eleven-twelfths feet high.
W est Wing one room, thirty-three and one-half by thirty-
two feet, and twelve and eleven twelfths feet high. Besides
apartments for water closets in said wings.

Second Story. Central Building—one room sixty-one by
thirty-seven feet, and ten and one-half feet high. East Wing
—two rooms, one of which is thirty-four by twenty-four feet,
and nineteen and one-half feet high; and the other, twenty-
three by seventeen feet, and nineteen and one-half feet high.
West Wing—two rooms, one of which is thirty-three and one-
half by thirty-two feet, and nineteen and one-half feet high;
and the other, twenty-three by seventeen feet, and nineteen and
one-half feet high.

Third Story. Central Building—one room, eighty-eight by
thirty-seven feet, and forty-six feet high, which is intended for
a library. East Wing—two rooms, one of which is thirty-
four by twenty-four feet, and ten and four-twelfths feet high;
and the other, twenty-three by seventeen feet, and ten and four-
twelfths feet high. West Wing—two rooms, one of which is
thirty-three and one-half by thirty-two feet, and ten and four-
twelfths feet high; and the other, twenty-three by seventeen
feet, and ten and four-twelfths high.

Fourth Story. East Wing—two rooms, one of which is
thirty-four by twenty-four feet, and eleven feet high ; and the
other, twenty-three by seventeen feet, and eleven feet high.
West Wing—two rooms, one of which is thirty-three and one-
half by thirty-two feet, and eleven feet high ; and the other,
twenty-three by seventeen feet, and eleven feet high.

Each of the three lower stories, viz.; Cellar and Basement ,

and Second Stories, have corridors at the east and west ends of
the Central Building, for communication with the various
rooms of the enlargement, as well with the Doric Hall of the
present building. Each corridor will contain a stair case.

In each story over the corridors of the second story, the
vestibules for entrance to the library are placed, being on a
level with the library floorings. These vestibules are reached
by the stair cases from the corridors of the second story. With-
in the smaller and larger areas, before described, as separating
the original structure from the enlargement, there are to be
galleries placed at the levels of the third and fourth stories, for
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communication between the rooms and corridors of the old and
new buildings, withoutpassing through the rooms of the wings.

It is proposed, that the new structure shall be warmed with
a steam apparatus of the most approved construction, as now
universally applied to all public buildings of importance.

This method of heating will enable a uniform temperature
to be kept up in all the rooms and corridors throughout the
building, than would be possible, should hot air furnaces be
introduced, with greater economy in fuel, and with the advan-
tage of a mild, and soft atmosphere within the various apart-
ments, instead of a dry and burning heat, such as is usually
experienced in the use of furnaces.

Good ventilation is also easily provided for, in connection
with a steam-heating apparatus. Perhaps it will be deemed
expedient that all the hot air furnaces, at present in the State
House, should be removed, to give place to a steam apparatus
of such magnitude as to warm both the old and new portions
of the edifice.

Respectfully submitted,

GRIDLEY J. F. BRYANT, Architect.
Boston, March 1, 1854.




