
house...,:.No. 29.

To the Honorable the Senate and the Honorable the House of
Representatives of the Commonwealth of Massachusetts :—

The undersigned, Commissioners under the provisions of the
Act entitled “ An Act relating to the Enlargement of the
State House,” approved April 27, 1853, respectfully submit
the following

The Act above referred to, and the Resolve approved May
14, 1853, in few words, but with great exactness, defined and
limited the duties of the Commissioners to be appointed by
virtue of their provisions. The Committee of the Legislature
of 1854, to whom this subject was referred, say in their Report,
that “ in regard to a matter of this importance they (the Legis-
lature) did not think it proper to submit to the discretion of
a Committee or of a Board of Commissioners the question of
what was required, and to be governed by their opinion and
action upon it, but they prescribed what should be done, and
left an executive duty merely to be discharged by others.”

A Legislative Committee constituted in 1852, in their Report
made to the legislature of 1853, submitted three plans for the
enlargement of the State House, numbered respectively, 1, 2
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and 3. The last-named legislature thereupon enacted, that
there “shall be erected on the north side of the State House
a fire-proof building, to connect with the main building, in
general conformity to a Plan called No. 3 in the Report of a
Committee appointed by authority of Chapter 99 of the Re-
solves of 1852.”

The size of the proposed enlargement was thus settled by
the legislature : the general arrangement of the interior in re-
gard to the number and height of the rooms fixed by reference
to said Plan No. 3, and the character of the new structure
determined, by a direction that it should be “fire-proof ”
throughout.

The Commissioners, in commencing the discharge of their
duties, found that nothing was left to their discretion in regard
to any of these particulars, but that, in the language of the
Committee above quoted, they had “ an executive duty merely”
to perform. They were to erect a building of a given size,
with a prescribed arrangement, and to make it “ fire-proof.”

If, therefore, it shall be found that the addition to the old
building does not, in all respects, meet the wants of the Com-
monwealth, or if the cost of the structure has exceeded the
expectation of those "who provided that it should be erected,
no responsibility rests upon the Commissioners, unless it shall
appear that they, in obeying the orders of the legislature, have
improvidently expended the amount committed to their hands.

The Resolve before referred to, authorized the Commission-
ers to make “ any alterations in, and additions to, the plan
referred to in the Act aforesaid which might be approved by
the Governor and Council.”

This provision, in the opinion of the Executive as well as
of the Commissioners, did not authorize any general or sub-
stantial change of the plan adopted by the legislature, but
merely looked to such alterations, subordinate to that plan, as
from time to time it might be thought expedient to make.

The Commissioners proposed to the Governor and Council
four such alterations and additions, which are particularly
specified in a communication made to the Executive, a copy
of which is annexed to a Report of the undersigned, made to
the last legislature, (Senate Document No. 76,) to which they
beg leave to refer.
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These suggested alterations were approved by the Execu
tive ; the legislature of 1554 did not express any disapprobation
of them ; and accordingly a granite basement has been substi-
tuted for one of brick; two flights of steps have been erected,
which lead from Mount Vernon Street to the first floor above
the basement; and the Mount Vernon Street front has been
finished in accordance with the suggestions made and approved
as before stated.

The turrets, mentioned in the communication made to the
Governor and Council, have not been erected or contracted for,
The reasons for erecting them are set forth in that communi
cation, and that subject is still within the entire control of the
legislature.

The amount already paid from the Treasury on account of
the enlargement has been reported to the present House of
Representatives by the Auditor, (House Document No. 9,
hereto annexed.) This amount is $148,302.10, and the items
of the expenditure are given in the Auditor’s Report.

In addition to this sum, the Commissioners have, on behalf
of the Commonwealth, entered into contracts upon which
there will be due the sum of $25,101.81. These contracts are
with the persons and for the purposes named below, viz.:—

John Mack, Plastering, ..... $66 25
“ “ do 25 50
“ “ do 160 00

Theophilus Burr & Son, Carpentry, . .
. 300 02

Smith & Felton, Denio & Roberts, balance of contract
for sashes, &c., ...... 4,658 22

Smith & Felton, Denio & Roberts, iron gratings,
corridor floors, &c., . . . . . 2,114 72

Theophilus Burr, balance on floor contract, . 1,190 66
G. B. Wheeler, coppering roof of East corridor, 80 56
Edwards, Fernald & Co., contract for doors, . 5,273 03

“ “ West exterior door, . 400 00
Page & Robbins, glass, ..... 209 66
Asa Swallow & Nathan Prince, Masonry, . 825 83
Ryan & Brother, contract for Plumbing, . . 868 90
Charles A. Smith, Painting, .... 73 04
S. Clough & Co., Granite, .... 20 00
James Hobbs, Patterns, ..... 25
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J. J. Walworth & Co., Heating Apparatus, . $6,750 00
John Mack, balance clue on contract, . . 380 00
William Moor, Bricks, 150 00
Jeremiah Smith, one flight Stairs, . . . 150 00

“ Hand Rail to Iron Stairs, . 150 00U

Asa Swallow & N. Prince, Masonry, . . 100 70
Neponset Iron Foundery, Window Stools, . 56 00
Charles Davis, Granite Cutting,

... 63 25
Bartholomew Harty, Watchman to Jan. 25, . 46 00
J. J. Walworth, Clay and Sand, ... 31 28
T. Burr, Carpentry, 298 67
Chamberlain & Foster, Coal, .... 243 00

“ “ Lime and Sand, . . 75 00
Swallow & Prince, Masonry, .... 350 00
James Hobbs, Patterns, ..... 13 42
Boston Water Works, use of Water, . . 300 00
Charles A. Smith, Painting, .... 150 00

Total liabilities, .... $25,101 81

Almost the whole of this work has been already completed.
It will thus be seen that the whole sum paid or agreed to

be paid under the provisions of the law amounts to $173,-
403.91, the whole sum appropriated under the Act and
Resolve of 1853 and the Act of 1854 being $180,000.00.

This is without reference to the finish of the interior of the
Library. The Commissioners have made a contract with
Messrs. Cushing & Mack, of Lowell, for that purpose, amount-
ing to $22,577.99; but as the funds left at their disposal were
not sufficient to complete that work, as appears by the above
statement, the contract was made subject to the future action
of the Legislature.

By a Resolve of 1854, chap. 79, sec. 1, it was made the
duty of the Commissioners “ to furnish the apartments for the
State Library with suitable alcoves, galleries, shelves', and
other needful conveniences, under the direction of the Libra-
rian and Trustees of said Library.”

Under this provision, the Commissioners have conferred
with the Librarian and Trustees mentioned in the Resolve, and
invited their direction in regard to the subject.
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Though disapproving, in some respects, of the plan pre-
scribed by the Legislature in regard to the Library room, the
Librarian and Trustees have approved of the mode of finish-
ing and fitting up the interior proposed by the Commissioners
and the architect, and given their directions accordingly.

If the enlargement is to be completed as originally directed
by the Legislature, and to be made fire-proof throughout, a
further appropriation will be required. In the opinion of the
undersigned, there will be needed the following sums for the
purposes specified, viz.:—

For the completion of the interior of the Library
room under the contract of Cushing & Mack, $16,000 00

For iron shutters to east and west wings, . . 4,049 21
For iron stools to windows, .... 600 00
“ Labor to finish west corridor, ... 1,500 00

Stucco architraves to windows, . . . 1,500 00
“ Painting exterior and interior, . . . 4,832 00
“ Whitewashing and paving cellar, . . 1,200 00
“ Book-cases in Library, .... 3,000 00
“ 6 iron doors connecting old building, . . 1,200 00

30 fly doors, at $l5, 400 00
“ Bricks to complete masonry, . . . 750 00
‘ 1 flight wood stairs in west corridor, . . 200 00
“ 1 “ iron “ “ “ “

. . 350 00
Stair Rail to iron flight, west corridor, . 150 00
Carpenters’ work, west corridor, . . . 750 00
Plastering and stucco, west corridor, . . 250 00

“ Masons’ jobbing, 500 00
“ Incidental, 1,500 00

Total $38,781 21

It will be observed that in tin foregoing statement no pro-
vision is made for the cost of the turrets before mentioned.
If the Legislature should think it expedient that they should
be erected, the undersigned are of opinion that it will be
necessary to make a further appropriation of $13,000 for that
purpose.
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By the 4th section of the Act of 1854, the Commissioners,
in conjunction with the committee on public buildings of the
last House of Representatives, were authorized, at their dis-
cretion, to remove the then existing entrances on the east and
west ends of the State House, and to make such alterations
on the lower floor of the State House consequent upon such
removal as they might deem expedient.

The entrances named have been removed by the Commis-
sioners, acting in conjunction with the committee mentioned
in the said Act, and certain alterations have been agreed upon
and partly executed as consequent upon such removal. These
proposed alterations are particularly described in a paper here-
to annexed, marked A.

In all cases where it was possible to do so, all the work
upon the new building has been done and the materials fur-
nished by contract, and in every instance the contract has
been awarded to the lowest bidder.

The work has not been advanced so rapidly as the Commis-
sioners could have wished, but they believe it to have been
faithfully done by the several contractors.

It is to be regretted that, before any appropriation was made
for the enlargement of the State House, some detailed esti-
mates of its cost were not made and presented to the Legisla-
ture.

The committee of the last Legislature say in their Report
that they “ have not been able to ascertain that any such esti-
mates were made,” nor have the Commissioners ever seen any
such. If the Legislature had placed at their disposal a given
sum, which was to be the limit of the expenditure, and directed
them to erect a building the whole cost of which was to be
covered by that sum, the Commissioners would have had a
very different duty to discharge from that which has been
devolved upon them. They would have had imposed upon
them a responsibility from which the Legislature have relieved
them, by their precise provisions in regard to the extent and
character of the proposed building.

The undersigned believe, to adopt the language of the com-
mittee of the last Legislature, “ that the contracts made by
them have been as favorable to the Commonwealth as could
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be obtained, and that the money expended by them has been
judiciously and economically applied.”

The Report of the Architect to the Commissioners, hereto
annexed, and marked B, will give all required information in
reference to the progress and present state of the work.

All which is respectfully submitted,

A. W. THAXTER, Jr.,
S. K. HUTCHINSON.

Boston, January 26, 1855.

C. H. WARREN,
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STATEMENT OF PAYMENTS ON ACCOUNT OF
ENLARGEMENT OF THE STATE HOUSE FROM
ITS COMMENCEMENT TO JANUARY 13, 1855.

COMMONWEALTH OP MASSACHUSETTS.

Auditor’s Office, Boston, )

January 16, 1855. |

Hon. Daniel C. Eddy,

Speaker of the House of Representatives

In compliance with an order of the House of the 12th inst.
I have the honor to transmit herewith a detailed statement
of the “ Expenditures made from the appropriations for the
Enlargement of the State House” to this date.

Very respectfully,
Your obedient servant,

JOSEPH MITCHELL, Auditor.

COMMONWEALTH OF MASSACHUSETTS

Statement of Payments on account of the State House En-
largement from July, 1853, to this date, anuary, 13, 1855.

Asa Swallow, for excavating, &c., per
contract, $751 68

Wm. McLaughlin, excavating, &c., . 143 75
Lawrence Hews, <l

. 120 50
$1,015 93

[HOUSE—No. 9.]
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A. Swallow and N. Prince, mason work, per con-
tract, . $28,611 58

ffm. Moor, 2,564,175 bricks, per contract, . 19,213 81
J. Wetherbee & Co., stone work, $6,(364 81
Wetherbee, Page & Co., do., 1,510 25
O. T. Rogers & Co., stone work, con-

tract,
......9,976 25

S. Clough & Co., stone work, . . 363 97
Chas. Davis, do., . . 425 87

18,941 15
Wetherbee, Page & Co., cement, lime

and sand, .....$1,261 17
Chamberlin & Foster, cement, lime

and sand, ..... 927 75
2,188 92

John Foote, sand stone, ..... 884 46
Theophilus Burr & Son, carpenters, per contract, 10,914 67
S. G. Tower, models and moulds, . $4,759 44
James Hobbs, do., . 2,871 34

7,630 78
Smith & Felton, and Denio & Roberts,

iron work, per contract, . . $33,192 81
Cushing & Mack, ....1,303 25
Williams, Bird & Co., . . . 51 08

34,547 14
Page & Robbins, glass, . . . $4; 043 35
Chas. A. Smith, glazing and painting, 1,724 53

5,767 88
Revere Copper Co., copper for roof, . $4,104 86
C. S. Parker, coppering do., . . 679 25
John G. Loring, copper gutters,. . 969 45

5,753 56
J. Ryan & Brother, plumbing, . . $ll7 60
George Baird, lead, .

. . . 47 22
164 82

John Mack, plastering, ..... 2,000 00
C. G. Hall, surveying, .

. . $314 62
A. Wadsworth, do., . . . . 66 50
Wm. Moor, do., . .

. . 61 08

J. H. Bufford, lithographing, .... 347 00
2

142 20
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Boston Atlas, advertising, . . . $BB 76
“ Courier, do., . . . 83 63
“ Post, do., . . . 107 18
“ Advertiser, do., . . . 85 11

$364 68
Charles H. Warren, commissioner, $1,127 00
A. W. Thaxter, Jr., do. . . 1,122 00
S. K. Hutchinson, commissioner and

superintendent, .... 3,230 01
5,479 01

J. G. F. Bryant, architect, ..... 4,017 02

Total, $148,302 10
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GENERAL AND MECHANICAL DESCRIPTION.

The enlargement of the present structure will consist of a
central building and two wings, to be located on the North
side of the building, and to occupy and cover most of the
land belonging to the estate on that side of the edifice. The
central building will be the same length as the statue building,
so called, and as wide as is required to reach from the present
North wall of the statue building out to the North boundary
line of the State House estate on Mount Vernon Street. The
exterior dimensions of this central building will be as follows,
viz.:—North wall, on Mount Vernon Street, ninety-five and
five-twelfths feet in length; South wall, (which is to be built
upon the present North wall of the statue building, and to
form a continuation thereof to theroof of the central building,)
ninety-four feet in length ; East wall, forty-two feet in length ;

and West wall, forty-eight feet in length. The height will be
such that the cornice of its four exterior walls will be on a
uniform level with the main cornice of the present edifice.

This height will be subdivided, within the building, into four
stories, viz.: a cellar, the floor of which will be about ten feet
below the sidewalk level of Mount Vernon Street; a basement
or first story, the floor of which will be sixteen inches above
the sidewalk level of Mount Vernon Street, (being about three
feet lower than the level of the flooring of the cellars of the
present structure;) a second story, with its flooring on a level
with that of “ Doric Hall,” so called ; and a third, or upper
story, with its flooring on a level with the flooring of the
intermediate story, so called, of the present building; this
entire story will embrace the library of the Enlargement, hav-
ing its ceiling placed immediately beneath the roof of the
central building, and will be subdivided in its height by two
galleries, said roof being intended of deck form, having a pitch

ENLARGEMENT OF THE STATE HOUSE.



12 [Jan.ENLARGEMENT OF STATE HOUSE.

from all four of its sides, upwards, to a ridge, sufficient only
for a metal covering thereto, and to contain seven skylights.
The cornice is to be crowned with a balustrade, placed upon
the roof aforesaid, and that of the east and west walls will be
extended across the width of an area which will be formed
between the north side of the present structure and, the south
side of the new central building, above the statue building, in
the manner hereinafter described, in order to join it to, and
connect it with, the present cornice of the north wall; thus
giving the form of the Greek Cross to the present structure
and the central building of the enlargement, when completed
and joined together in the manner above described.

The clear heights of the several stories of the central build-
ing, when finished, will be as follows, viz.: cellar, ten and one-
half feet; first, or basement story, thirteen feet; second story,
ten and one-half feet; and third, or library room, forty-six feet.

Each of the wings of the enlargement will be of L form, on
ground plan, each wing to be of sufficient length to reach from
the ends, or east and west walls of the central building, to
within two and one-half feet of the outside faces of the east
and west walls of the present structure. The width of each
wing is to be such as to reach from the outside face of the
north wall of the present structure to within ten feet of the
boundary line of the estate on Mount Vernon Street. The
exterior dimensions of the west wing are to be as follows:
length of north wall, thirty-six and three and one-half twelfths
feet; length of west wall, sixty-two and five-twelfths feet;
length of east wall, thirty-seven feet, (being the west end of
the central building;) length of that portion of the south wall
which is to bound on the small area hereinafter described,
fourteen feet; and length of the east wall, (also to bound on
the small open area hereinafter described,) twenty-three feet.

The exterior dimensions of the east wing are to be as fol-
lows ;—length of north wall, thirty-six and eight and one-half
twelfths feet; length of east wall, fifty-one and five-twelfths
feet; length of west wall, twenty-five and six-twelfths feet,
(being the east end of the central building;) length of that
portion of the south wall which is to be bound on the small
area hereinafter described, fourteen feet; and length of the
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west wall, (also lo bound on the small area, hereinafter de
scribed,) twenty-three feet.

The height of the wings will be such that their cornices
will be six feet below that of the central building. This
height will be subdivided in each wing into five stories, viz.:
A cellar, the floor of which will be on a level with the cellar
of the cejitral building; a basement, or first story, the floor of
which will be on a level with the basement story flooring of
the central building; a second story, the flooring of which will
be on a level with the second story flooring of the central
building; a third story, the flooring of which will be on a
level with the first gallery of the library, (being the level of the
Senate Chamber flooring and that of the Council Chamber of
the present structure ;) and a fourth story, the flooring of which
will be on a level with the second gallery of the library, being
the level of the second intermediate story of the present build-
ing. The ceiling of the fourth story of each wing will be
placed immediately beneath the roof thereof, said roofs being
intended of deck form, having a pitch from the two principal
sides of each wing, upwards, to the two sides thereof which
are to face the small areas before referred to. The cornice of
the two principal exterior walls of each wing is to be crowned
with a balustrade placed upon the roof. The clear heights of
the several stories of each wing, when finished, will be as fol-
lows, viz.:—Cellars, ten and six-twelfths feet; first or base-
ment story, thirteen feet; second story, nineteen and six-
twelfths feet; third story, ten and four-twelfths feet; and
fourth story, eleven feet.

The central building is to be connected with the present
edifice, in the second and third stories thereof, by two corridors,
to be located across the east and west ends thereof; said cor-
ridors are already partially constructed for the second story,
(being the present entry-ways of the statue building,) above
which level the four walls which now enclose the said entry-
ways are to be topped out to such height above the flooring of
the library as will give a landing vestibule of fourteen feet clear
height. Within the corridors, the stair-cases requisite for the
second and third stories of the enlargement are to be placed.
The stair-cases required for passing between the first and sec-
ond stories are to be located in corridors, to be formed in the
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east and west ends of the central building, immediately under
the corridors aforesaid. The third and fourth stories of the
wings are accessible from the first and second galleries of the
library, and from the second and third stories of the present
building, by iron balconies, extending across the east and west
end of the area before mentioned. The two small areas
before referred to are to be located between the southerly por-
tions of the two wings and the entry-ways aforesaid. Each
of these areas will measure twenty-three feet in length and
fourteen feet in width. The bottom or flooring of each area
will be very nearly on a level with the present cellar flooring
of the structure. Above the roof of the library vestibules,
before described, these two areas will merge into and form
part of the large area first hereinbefore spoken of. The por-
tion of the large area which is below the roof of the library
vestibule will measure ninety-four feet in length, and above
this level it will be increased in length to one hundred and
forty feet, in consequence of the small areas being joined to
and connected with it as aforesaid.

The large area is to be roofed with glass, in sashes, to be
placed on corresponding levels with the roof of the central
building and those of the wings.

The southerly portion of each of the wings will be without
a cellar beneath the same. There will be a range of water
closets in the southerly portion of the basement story of each
wing, and beneath there is to be a varrlt of five and one-half
feet in depth to contain the plumbing works of said closets.

Exterior Design.—The design of the exterior of the new
structure consists of a granite basement throughout the whole
extent of its north, east and west walls, with arched window
openings. Above this basement are arched recesses in the
walls, containing semicircular arched window openings, and
in the east and west sides of the central building there are
arched entrance door-ways, accessible from the street by flights
of steps. Above these arches, in the central building, there is
an order of pilasters and entablature, corresponding in style
and arrangement with the portico of the front of the present
edifice. Between the pilasters there are windows, two of
which have arched openings, the remainder having square
openings. Above the square windows, and immediately be-
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neath the entablature, are small ornamental windows of ellip-
tical form. Upon the outer angles of the central building are
turrets. The walls of the wings of the building are crowned
with an entablature, and have windows with suitable finish,
the whole corresponding with the style of the wings of the
present structure. Above the entablature, throughout the
building, is a balustrade, in keeping with the order upon which
it stands.

Effect of Exterior.—The external effect produced upon the
present building by the enlargement will be to change the
form of the structure from a parallelogram, crowned with a
dome in its centre, to the form of a Greek Cross, wherein the
dome occupies a position on one extreme, and is balanced by
two turrets or steeple towers located at the opposite extreme.
The two wings of the enlargement being made subservient to
the principal structure, by making their height less, and by
their receding from the extreme of the wings of said principal
structure, will not be an injury to the general effect of the
whole.

Construction.—The exterior walls are constructed beneath
the surface of the ground, of massive stone masonry, and
above the surface of the ground they are entirely of brick
masonry, excepting the first, or basement story, the north,
east and west walls of which are faced with granite. All
interior partitions are constructed with brick masonry. The
flooring of the first, second and third stories of the entire
enlargement are constructed with groined arches in brick ma-
sonry, supported upon piers projecting from the inside faces
of the exterior walls, and upon interior piers and columns,
arranged in the several stories. The remainder of the floor-
ings, viz., those of the fourth stories of the wings, and the
ceilings therein, are to be constructed with segmental arches
of brick, supported by cast-iron beams, spanning the widths
of said wings. Upon the tops of all the flooring and ceiling
arches brick paving is to be laid for levelling up the same.
The two galleries of the library, including its entire ceiling,
are designed to be executed of cast and wrought iron. All
the roofs are to be constructed of wrought iron, to be covered
with sheet copper. The stair-cases are also designed to be
built of iron. The supporting columns of the groined arches
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in the first, or basement, and in the second stories, are of cast
iron. All the interior columns of the library are also proposed
to be of cast iron. All the exterior windows, dressings, and
their balconies, including all window pedestals and archi-
traves on the outside of the exterior walls, as also the belting
courses and cornices, mouldings, and balustrades around the
roofs, are designed of cast iron. The pilasters, with their
capitals and bases also, of the Corinthian order of the exterior
walls facing Mount Vernon Street, are all of cast iron.

The sashes and frames of all the windows, together with
their inside shutters and finish, are to be of cast and wrought
iron. All exterior and interior doors are to be of wrought
iron, with cast-iron frames and architraves, and thresholds
thereto. All the wall pilasters that are to support groined
arches are to be of brick, and are to be fitted with cast-iron
capitals and bases. The inside architraves of all the windows,
together with their stools, are to be of cast iron. The skew-
backs for the groined arches are of cast iron. The tie-rods of
the groined arches, and of the segmental arches, are to be of
wrought iron. Wooden floors of southern pine boards are to
be laid upon the brick and iron work of all the floorings, con-
stituting the only wood intended to be used in the construc-
tion of the enlargement. All the walls, ceilings and partitions
of the several stories, including the under sides of all the
groined arches, are to be plastered with three coats immedi-
ately upon the brick work. All the exterior walls are built
hollow or vaulted from bottom to top, their entire length, with
suitable withs or ties across the air space of the vaulting, for
proper strength and stability to said walls.

The turrets upon the north-east and north-west corners of
the central building are to be of wood, and to be entirely
covered on the exterior thereof with metal.

The gutters and conductors for receiving the water from the
roofs are all to be of cast iron, the latter to be connected with
sewers beneath the building. The ranges of water closets
contemplated in the basement story of the east and west
wings are to be accessible from the corridors of the statue
building by flights of steps extending across the small areas,
hereinbefore described.

Cochituate water will be introduced into all the important
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rooms of the building, for washing and drinking purposes, as
well as for the supply of the water closets above named.

The rear or north wall of the present building, and also all the
walls of the new structure that face the areas, will be painted
white, to aid the light to be received from said areas as far as
possible. The interior finish ofall the rooms ofthe enlargement
will be plain, excepting only the library, which it is intended
shall be finished in metal, including the cases and alcoves, and
to be fire-proof throughout. The library is divided in its height
by two galleries across each side and end of the room, forming
three complete orders, one above another, between the floor
and ceiling; the middle and superior orders with pedestals,
and the lower one resting upon the floor of the room.

The ceiling is supported by the superior orders, and is
formed with a semicircular arch, extending from one end of
the gallery to the other, longitudinally, through the centre.
The portion of the ceiling over the galleries is formed with
semicircular groined arches, intersecting with the main cen-
tral arch and with each other.

Seven of the panels in the central division of- the ceiling
are to be filled with ground glass, for the purpose of admitting
light from the skylight above. The galleries are accessible
from the floor of the library and from, each other by circular
stair-cases at each end of the rooms.

Outside iron shutters are to be introduced to every window
opening of the enlargement that faces the area, between the
old and new portions of the structure. Such of the present
doorways of the north wall of the structure as are intended to
be retained for communication between the old and new parts
are to be provided with double iron shutters to each opening
so left.

Ample flues for ventilating and smoke are to be made
within the thickness of the several walls, and are to be topped
out as pedestals above the roofs.

The entire exterior of the enlargement will be painted to
correspond with the present structure. The interior of the
enlargement it is proposed to paint of a cold gray stone color
on its walls, ceilings, and partitions, the whole of which are
to be bounded in imitation of courses of stone.

It is supposed that it will be thought proper to remove the
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present east and west end entrances, and to substitute win-
dows in their places. The necessity of these entrances will
no longer exist, as the four entrances on the Mount Vernon
Street side of the enlargement will be found much more con-
venient and accessible to the various parts of the interior of
the old and new structures.

The two halls or entries now communicating with these
end entrances may be discontinued, and the offices bounding
on them thereby enlarged.

Two of the present fire-proof rooms of the statue building
will require to be removed, in order to connect the corridors of
the old and new parts of the building in the second or “ Doric
Hall ” story thereof.

Accommodation. —The enlargement will afford the following
rooms or apartments in the several stories thereof;—

Cellar Story.—Central Building—one room, sixty-one feet by
twenty-three feet, and ten feet high. East Wing—one room,
thirty-three feet by twenty-three feet, and ten feet high. West
Wing—one room, thirty-three feet by thirty-five feet, and ten
feet high.

■s

Basement Story.—Central Building—one room, sixty-one by
thirty-seven feet, and twelve and eleven-twelfths feet high.
West Wing—one room, thirty-three and one-half by thirty-
two feet, and twelve and eleven-twelfths feet high, besides
apartments for water closets in said wings.

Second Story.—Central Building—one room, sixty-one by
thirty-seven feet, and ten and one-half feet high. East Wing-
two rooms, one of which is thirty-four by twenty-four feet,
and nineteen and one-half feet high; and the other twenty-
three by seventeen feet, and nineteen and one-half feet high.
West Wing—two rooms, one of which is thirty-three and
one-half by thirty-two feet, and nineteen and one-half feet
high ; and the other, twenty-three by seventeen feet, and nine-
teen and one-half feet high.

Third Story.—Central Building—one room, eighty-eight by
thirty-seven feet, and forty-six feet high, which is intended for
a library. East Wing—two rooms, one of which is thirty-four
by twenty-four feet, and ten and four-twelfths feet high ; and
the other, twenty-three by seventeen feet, and ten and four-
twelfths feet high. West Wing—two rooms, one of which is
thirty-three and one-half by thirty-two feet, and ten and four-
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twelfths feet high; and the other, twenty-three by seventeen
feet, and ten and four-twelfths high.

Fourth Story.—East Wing—two rooms, one of which is
thirty-four by twenty-four feet, and eleven feet high ; and the
other, twenty-three by seventeen feet, and eleven feet high.
West Wing—two rooms, one of which is thirty-three and one-
half by thirty-two feet, and eleven feet high; and the other,
twenty-three by seventeen feet, and eleven feet high.

Each of the three lower stories, viz., cellar and basement
and second stories, have corridors at the east and west ends of
the central building for communication with the various rooms
of the enlargement, as well with the Doric Hall of the present
building. Each corridor will contain a staircase.

o

In each story over the corridors of the second story the ves-
tibules for entrance to the library are placed, being on a level
with the library floorings. These vestibules are reached by
the staircases from the corridors of the second story. Within
the smaller and larger areas, before described as separating the
original structure from the enlargement, there are to be galle-
ries placed at the levels of the third and fourth stories, for
'communication between the rooms and corridors of the old and
new buildings, without passing through the rooms of the wings.

It is proposed that the new structure shall be warmed with
a steam apparatus of the most approved construction, as now
universally applied to all public buildings of importance.

This method of heating will enable a more uniform tem-
perature to be kept up in all the rooms and corridors through-
out the building than would be possible should hot-air furnaces
be introduced, with greater enconomy in fuel, and with the
advantage of a mild and soft atmosphere within the various
apartments, instead ofa dry and burning heat, such as is usually
experienced in the use of furnaces.

Good ventilation is also easily provided for in connection
with a steam-heating apparatus. Perhaps it will be deemed
expedient that all the hot-air furnaces at present in the
State House should be removed, to give place to a steam ap-
paratus of such magnitude as to warm both the old and new
portions of the edifice.

Respectfully submitted,
GRIDLEY J. F. DRY ANT

Architect of Enlargement of Stale House.
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A.

Statement of changes originally proposed to be made on the
lower floor of the State House (original building ) consequent
upon the removal of the east and west end entrances, the
greaterpart of which has already been executed.

To remove the steps and doors on the east and west ends
of the State House, and to supply the place of the doors
with windows. The only alterations on the lowe\- floor of the
State House, which they propose at pre.sent, are, to carry a
partition across the corridor, or passage way, running between
the office of the Secretary of State and the Adjutant-General,
to remove the south partition of the Adjutant-General’s office,
for the space between the outside wall of the building and
the proposed partition across the corridor, and thus throw the
westerly part of the corridor into that office. It is proposed
that the partition shall be so placed as to leave the flight of
stairs in said corridor as it now is; that is to say, that said
partition shall cross the corridor just westerly of the stairs. It
is also proposed to place a partition across the corridor, or
passage way, on the east side of the building, now running
betwen the Library and the Treasurer’s office, to remove the
south partition of the Library between the outer wall of the
building and said partition, and thus throw the easterly part
of said corridor into the present Library room. This will
involve the necessity of providing another door to the Library
in the westerly part of the present easterly corridor.

To underpin with dressed granite the west end of the old
building in a similar style to that of the west- end of the
enlargement, with a suitable entrance door to the basement
or cellar of the old building.
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B.

Hon. C. H. Warren, A. W. Thaxter, Jr., Esq., Hon. S. K
Hutchinson, Commissioners of Enlargement of State House

Boston, Jan. 22, 1855.
Gentlemen:—l respectfully submit the following Report of

the condition of the works of the “ Enlargement of the State
House ” at this time, with their progress during the last year
since my Report of March 1,1854,to you, which accompanied
the Report of your Board to the Legislature of that year,
(Senate Document, No. 76.)

In consequence of the working season being far advanced
before the appropriation for continuing the works of the build-
ing was granted, the various contractors were unable—as
you are well aware—to resume the prosecution of their con-
tracts till the latter part of May, all works of every kind
having been suspended from December 26, 1853, to May 1,
1854,for want of funds for their resumption.

At the earliest practical moment after the passage of the
appropriation, the various works requisite for continuing and
completing the structure were commenced, as contracted for,
under your direction, excepting the turrets and the interior
finish of the Library, the former being deferred by you till all
other important portions of the structure were well advanced,
and the latter being delayed till the Trustees of the Library,
under whose direction the Oommissioners were required to act,
should adopt some definite plan for its interior finish.

The several works embraced in these contracts were pushed
forward with as much energy as was practicable, consistent
with their proper execution and due regard to permanency and
durability. These contracts embrace the plumbing, plastering,
exterior steps, floors, ceiling of corridors, floors for the various
rooms, window frames, sashes and shutters, glass, painting
and glazing, heating apparatus, coppering roof, gutters and
conductors, stairs, area galleries and steps, sidewalks, doors,
architraves and thresholds, flooring and ceiling beams, and
interior Library finish, the whole of which are of fire-proof
materials, excepting only the floors laid upon the ground and
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segmental arches of the various stories, and the handrails of
the stairs, which are of wood, the former of southern pine
boards laid on sleepers, and the latter of mahogany.

The state of the building under the foregoing contracts,
including those agreements which were made during the year
1853, is as follows :

The masonry is entirely completed, exceptingAhe formation
of the west cellar stories, the paving of the cellars, and some
slight incidental works, including such “jobbing” as may be
required for putting up the interior finish of the Library.

The carpentry is so far advanced that it will be completed
previous to February 15, excepting the floors of the Library,
which cannot be laid down till the iron work of the Library is
fitted up, and excepting the building of the two turrets, which
have not been contracted for, for want of the requisite funds.

proposed to fit up light wooden “ fly doors ” to each of
the interior openings of the building, to obviate the inoon-

nience of constantly opening and shutting the iron doo
None of these fly doors are as yet contracted for

The plastering and stucco works will be fully completed
previous to February" 15, excepting that required for the
walls of the Library, which cannot be done till the iron work
of the room is fully finished.

The “ plumbing ”is finished and ready for use. The sashe
and frames for all the windows are completed and set, except
ing those for the Library windows. Contracts for shutters
for the Library windows, and for all windows and door
which face the “ area” between the original building and the
enlargement, were entered into; the former, for the Library
are at present made, but cannot be put up and hung till the
interior finish of the room is further advanced than at pres-
ent. The latter are all made and hung, ready for use. No
shutters have yet been provided for any other of the win-

are made, hung and finished, with their architraves, stools and
locks, excepting only the west exterior door, at the head of the
west exterior steps, and excepting such doors as are requisite
for filling up all the door openings recently cut out in the
north wall of the original structure for entrance to the apart-

dows “of the enlargement.” The interior and exterior doors
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ments of the “ enlargement.” The west entrance doors to the
Library from the intended west vestibule are also yet unmade.

The heating apparatus is completed, and has been in opera-
tion for the last fortnight. This apparatus is of the kind
known as the “ mild hot-water heating apparatus,” as designed
and arranged by Messrs. J. J. Walworth & Co., of Boston.
It is believed that the most perfect success will attend its in-
troduction into this structure, and that every part of the
“ enlargement,” except its cellar, will be thoroughly and effi-
ciently warmed and ventilated under the contract made with
these gentlemen.

The interior painting is well advanced. The exterior paint-
ing of the iron works is two-thirds completed. The exterior
walls are yet unpainted. None of the walls or ceilings of the
rooms and corridors are as yet painted. The glazing is all
performed, excepting for the Library windows. The entire iron
roof will require painting, to obviate the condensation of steam
on its under side.

All works relating to the formation of roof, gutters, trunks
or conductors, area galleries and steps, are fully completed.

The exterior steps, as also the sidewalk of Mount Vernon
street, are fully laid down and set.

The west corridor of and entrance from Mount Vernon
Street to the Doric Hall floor, and to other portions of the old
and new structure, including the west library vestibule, have
not as yet been completed for want of proper authority for the
removal of the valuable documents now required by law to
remain in the large “ fire-proof,” or safe, in the north-w
corner of the statue building on the Doric Hall. These wos
could all be made ready for use in five weeks’ time.

The “ enlargement ” is so far completed that it can be occu-
pied throughout on the fifteenth day of February, 1855, ex-
cepting the Library, which, under the terms of the contract
with Cushing & Mack, is to be ready for use on the first day
of June, 1855.

A general and mechanical description of the building having
been given in a former report, (Senate Document No. 76, hereto
annexed, session of Legislature of 1854,) reference is respect-
fully made to that paper for a full and complete account of
the details of construction of the edifice. The whole amount of
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time actually occupied in the construction of this building, dur-
ing the two years it has been under consideration, is less than
fifteen and one-half months. It is believed that no public
work of this description and of equal magnitude has ever been
erected in so short a time.

Respectfully submitted

GRIDLEY J. F. BRYANT
Architect of Enlargement of the State Hon


